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Introduction 

AT5500 Tyre Killer is widely used in embassies, military bases, prisons, government building, etc. to control vehicle 

access. Through the control system, the tyre killer is pneumatically driven to up and down quickly.  

AT5500 adopts electric drive technology, which is stable and fast. The operation is simple and flexible. It is very 

destructive and can stop the vehicle from going forward by breaking the tyres. 

 

Product highlights 

 Fast speed and low noise 

  The fastest time of lifting is 1-3 seconds, adjustable. With a electric drive unit, its operation is low noise. 

 Convenient Control 

The control unit uses a versatile logic controller, with a variety of functional modes to meet different requirement by 

clients. The movement can be set to time controlled and the user can freely control the lift height to save energy 

consumption. 

 Unique Design 

The core part of the electric drive unit and mechanical mechanism is integrated.  Mechanical energy can be 

effectively transmitted to the electric drive unit, and the operation is efficient. Electric unit is a unique design to 

increase the pressure directly. 

 Safe and Reliable 

In case of power outage and other emergency, the spikes can be controlled manually to decrease.  



 

Structure and components 

The Tyre Killer mainly consists of three parts: tyre killer, motor control box and electronic control system. 

 

 Tyre killer 

It is composed of the turning/lifting body and base. The whole machine is made of steel structure, welded by 16mm 

national standard A3 die steel plate. It has high load-bearing and anti-collision capability. Without electrical appliances 

or circuit settings in the body, it is waterproof and safe. Buried in the designated position of the lane or gate, it is used 

for traffic control by the instructions of the duty personnel. 

The size of the tyre killer is L3000*W455*H455mm, lifting body/height of the spikes is 129.4±5mm. The length of the 

tyre killer and the height of the spikes can be customized. 

 

 Motor control box 

The motor control box is mainly composed of motor, reducer, gear transmission set, connecting device, limit switch and 

so on. It is the power source of the whole tyre killer system. 

It is installed on the side of the tyre killer and used with the tyre killer (The rising and falling speed can be changed by 

electronic control). The anti-collision spikes can be manually lowered during power failure. It can also be raised 

manually.  

 

 



 

 Electronic control system 

Auto electronic control part is composed of main control board, secondary control board, leakage switch, noiseless and 

long life contactor, and precise starting time setting.  

Automatic controller part includes control box, remote control, manual control button and so on, which are controlled 

and used by duty personnel. 

 

 

General specification 

 Control System:  Electric 

 Power consumption:  500KW 

 Maximum bearing capacity:  100 tons 

 Opening time:  1-3s (adjustable) 

 Closing time:  1-3s (adjustable) 

 Spikes height after rising:  128±5mm 

 Remote control distance:  30m  

 

Operating environment 

 Power supply voltage:  220V 

 Working temperature:  -35℃~75℃ 

 Storage requirement:  -40℃~75℃ rainproof, moisture-proof and dust-proof 

 Working humidity:  ≤ 95% (no condensation) 
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